


Liesolsolar  5BB HALF-CELL  Light-Weight  
Double Glass Mono PERC PV Module

TEMPERATURE RATINGS

NMOT

Temperature coe�cient of Pmax

Temperature coe�cient of Voc

Temperature coe�cient of Isc

Maximum Power Pmax(Wp)

Maximum Power Voltage Vmpp(V)

Maximum Power Current Impp(A)

Open Circuit Voltage Voc(V)

Short Circuit Current Isc(A)

*NMOT(Nominal module operating temperature):Irradiance 800W/ m² ,Ambient Temperature 20�,AM 1.5,Wind Speed 1m/s
*The data above is for reference only and the actual data is in accordance with the pratical testing

MECHANICAL DATA

PACKAGING INFORMATION

40’HQ

36

1008

*STC (Standard Test Condition): Irradiance 1000W/ m² , Module Temperature 25�, AM 1.5
*The data above is for reference only and the actual data is in  accordance with the pratical testing

ELECTRICAL  PROPERTIES 丨 STC *

ELECTRICAL PROPETIES 丨 NMOT*

I-V CURVES OF THE PV MODULE

LSM6-HLD120
-315/M

LSM6-HLD120
-320/M

LSM6-HLD120
-325/M

LSM6-HLD120
-330/M

LSM6-HLD120
-335/M

LSM6-HLD120
-340/M

LSM6-HLD120 Series

Remark: please read safety and installation instructions before using the product丨Subject 
to change without prior notice © LIESOL SOLAR 2020丨Version: LSM6-HLD120-2006.E
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Solar cells

Cells orientation

Module dimension

Weight

Glass

Junction box

Cables

Connectors

Packing Type

Piece/Box

Piece/Container

WORKING CONDITIONS

Maximum system voltage

Operating temperature

Maximum series fuse

Maximum load(snow/wind)

1500 V DC

-40�~+85�

20 A

5400 Pa / 2400 Pa

Module Type

Nominal Power Watt Pmax(W)

Power Output Tolerance Pmax(%)

Maximum Power Voltage Vmp(V)

Maximum Power Current Imp(A)

Open Circuit Voltage Voc(V)

Short Circuit Current Isc(A)

Module E�ciency (%) 

320

0~+3

33.5

9.56

40.2

10.09

18.83

315

0~+3

33.3

9.46

40.0

10.00

18.54

325

0~+3

33.7

9.65

40.4

10.18

19.12

330

0~+3

33.9

9.74

40.6

10.27

19.42

340

0~+3

34.3

9.91

40.9

10.47

20.01

335

0~+3

34.1

9.83

40.8

10.36

19.71

45� ±2� 

-0.36%/�

-0.29%/�

0.05%/�

Mono PERC 158.75*79.375mm

120（6×20）

1696×1002×30mm(With Frame)

22 kg

2.0mm+2.0mm heat strengthened glass

IP 68，3 diodes

4 mm² ,350 mm

MC4-compatible

DIMENSION OF THE PV MODULE（mm）

1,000 W/m2

800 W/m2

600 W/m2

400 W/m2

200 W/m2
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*Do not connect Fuse in Combiner Box with two or more strings in parallel connection

Junction box

Barcode 2

Label

Drainage holes

Barcode 1

Grounding holes Grounding 
identification

Mounting holes

Add : Jl. Teluk Betung no. 43, Jakarta 10230, Indonesia
Tel：+62 21 315 1724            E-mail：info@liesol.com


